Mazda Miata 1996 OBDII (Make sure to double-check your stock wiring harness)

Megasquirt and Stock ’96 ECU pinout
	DB37 Pinout
	Signal
	OEM Wire Color
	OEM Pinout

	1
	
	
	

	2
	
	
	

	3
	
	
	

	4
	
	
	

	5
	
	
	

	6
	
	
	

	7
	
	
	

	8
	Ground
	Black
	4D

	9
	Ground
	Black
	4D

	10
	Ground
	Black
	4D

	11
	
	
	

	12
	
	
	

	13
	
	
	

	14
	
	
	

	15
	
	
	

	16
	
	
	

	17
	
	
	

	18
	
	
	

	19
	Ground
	Black
	4D

	20
	Air Temp
	GM Sensor
	N/A

	21
	Coolant Temp
	Bl/Wht

	3G 



	22
	TPS sig
	Red/Black
	3F 

	23
	O2
	Red/Green
	3C

	24
	Tach (RPM)
	White -cas
	4F

	25
	2nd tach
	Yellow -cas
	4G

	26
	TPS 
	Red/Black
	3F

	27
	
	
	

	28
	12V
	White/Red
	4B

	29
	Coil A
	Brown
	4R

	30
	Fidle
	Blue/Org
	4Q

	31
	Coil B
	Brown/Yellow
	4N

	32
	Inj 1
	Yellow
	4U

	33
	Inj 2
	Yellow/Black
	4V

	34
	Inj 3
	Green/White
	4W

	35
	Inj 4
	Green
	4X

	36
	
	
	

	37
	
	
	


Stock 1996 ECU connector diagram.
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�  I ended up using a new GM coolant sensor, so this one is only if you intend to share the stock sensor.
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